
1.    Mazda 6
A. Locate the vehicle wiring inside the vehicle's 
rear cargo area by partially removing the plastic 
scuff panel and felt trunk liner.

B. On the driver’s side only, using a 10mm socket, 
remove two nuts on the back of the vehicle 
taillight housing. Then pull the taillight housing 
directly rearward to remove. Separate the 
vehicle's wiring connectors, being careful not to 
break the locking tabs. Remove the taillight 
housing and set aside.

1.    Toyota Camry
A. Locate the vehicles wiring harness located in 
the vehicles rear cargo area by removing rear scuff 
panel and and felt trunk liner. Remove small plastic 
cargo tray by removing the plastic nuts that hold it 
in place.     Separate the vehicle's wiring 
connectors, being careful not to break the locking 
tabs.

2. Both Vehicles (Mazda 6 & Camry)
 Starting on the drivers side insert the T-connector 
end with the yellow wire in-between the separated 
two pin connector. Insert the end with the red wire 
inn-between separated three pin connector.

3. Route the T-connector end with the green wire 
out from behind the partially removed felt trunk 
liner under the scuff panel to the passenger side. 
Insert the T-connector end with the green wire 
in-between the seperated connectors on the 
passengers side. Make sure all connectors are fully 
inserted with locking tabs in place.      Skip to step 
8 for remaining instructions.

   Toyota FJ Cruiser
1. Open the rear door. Remove the jack storage 
compartment door on the Driver’s side. Remove 
the five screws holding the rear scuff panel in 
place. Using a trim panel tool, carefully pry the 
rear scuff panel away from the vehicle, being 
careful not to damage any clips.
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